
2025-03-24

A0

A0

C D

Mark ECN Number Changes Date

3

2

1

A4

1 : 1

C D

ь㧎ᐲ㓣Ⲯᐍ⭥ᆀ、ᢰᴹ䲀ޜਨ

Angular

Part No

 Name

Material

Weight

Size

Version

Date

Drawn

Check

Approval

Scale

Unit

View

4

 Tolerance

A B

3

2

1

BA

4

12-Port PA45 PDU

 0~100

 100~500

 500~

MM

 ±2.0

 ±1.0

 ±0.5

 ±1.0

NBC ELECTRONIC TECHNOLOGICAL CO. LTD.

Huang

PDU Specifications

1. Input voltage: 3-phase 346-480 VAC

2. Input current: 3 x 125A

3. Output voltage: 3-phase 346-480 VAC or single-phase 200~277 VAC

4. Outlet: 12 ports of 6-pin PA45 Sockets organized in three sections

5. Each port has 3P 25A Circuit Breaker

6. PDU is compatible for 3-phase T21 and single-phase S21

7. Remote monitor and control ON/OFF of each port

8. Remote monitor input and per port current, voltage, power, power factor, KWH

9. Onboard LCD display with menu control

10. Ethernet/RS485 interface, support HTTP/SNMP/SSH2/MODBUS

11. Internal fan with LED indicator
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